


CFL Spiral Range
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(] vl Description

LongLast™ Spiral T2 - 15,000 hours
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Electronic Spiral T2 - 8,000/10,000 hours
8 220-240 El4 FLE8HLX/T2/827/E14 72711 79315 470 2700 80 10000 99 46 A 8 42
8 220-240 E27 FLE8HLX/T2/827/€E27 72712 79313 470 2700 80 10000 86,5 46 A 8 42
8 220-240 B22 FLE8HLX/T2/827/B22 72713 79314 470 2700 80 10000 855 46 A 8 42
8 220-240 El4 FLEBHLX/T2/865/E14 71002 430 6500 80 10000 99 46 A 10 40
8 220-240 E27 FLEBHLX/T2/865/E27 71003 430 6500 80 10000 86.5 46 A 10 40 (ﬂmﬂﬂm
12 220-240 El4 FLE12HLX/T2/827/E14 72714 79317 715 2700 80 10000 1125 53 A 6 58
12 220-240 E27 FLE12HLX/T2/827/€E27 72715 79316 715 2700 80 10000 100 53 A 6 58
12 220-240 B22 FLE12HLX/T2/827/B22 72716 715 2700 80 10000 100 53 A 6 58
12 220-240 El4 FLE12HLX/T2/865/E14 71004 665 6500 80 10000 1125 53 A 10 55 dﬂﬂ(]m
12 220-240 El4 FLE12HLX/T2/865/E27 71005 665 6500 80 10000 100 53 A 10 55
15 220-240 E27 FLE15HLX/T2/827/€E27 72717 79318 950 2700 80 10000 100 53 A 6 74
15 220-240 B22 FLE15HLX/T2/827/B22 72718 79319 950 2700 80 10000 99 53 A 6 74 ﬂ(m
15 220-240 E27 FLE15HLX/T2/865/E27 71006 900 6500 80 10000 100 53 A 10 70
20 220-240 E27 FLE20HLX/T2/827/€27 88680 88682 1220 2700 80 8000 105 56 A 6 90
20 220-240 B22 FLE20HLX/T2/827/B22 88681 88683 1220 2700 80 8000 104 56 A 6 90
20 220-240 E27 FLE20HLX/T2/840/€27 88684 1200 4000 80 8000 105 56 A 10 88
20 220-240 E27 FLE20HLX/T2/865/E27 88685 1200 6500 80 8000 104 56 A 10 88
23 220-240 E27 FLE23HLX/T2/827/€27 88686 88688 1450 2700 80 8000 125 56 A 6 103
23 220-240 B22 FLE23HLX/T2/827/B22 88687 88689 1450 2700 80 8000 124 56 A 6 103
23 220-240 E27 FLE23HLX/T2/840/E27 88690 1380 4000 80 8000 125 56 A 10 99
23 220-240 E27 FLE23HLX/T2/865/E27 88691 1380 6500 80 8 000 125 56 A 10 99
Electronic Spiral T3 Dimmable - 10,000 hours
20 220-240 E27 FLE20HLX/T3/827/€27 97030 1220 2700 80 10000 136 59 A 6 90
20 220-240 B22 FLE20HLX/T3/827/822 97031 1220 2700 80 10000 135 59 A 6 90
Electronic Spiral T3 - 10,000 hours
11 220-240 E27 FLE11HLX/T3/827/E27 82926 79311 580 2700 82 8000 114 43 A 10 50
11 220-240 B22 FLE11HLX/T3/827/B22 70620 580 2700 82 8000 113 43 A 10 50
11 220-240 E27 FLE11HLX/T3/865/E27 43271 580 6500 82 8000 114 43 A 10 50 M@@
20 220-240 E27 FLE20HLX/T3/827/€E27 82941 79312 1200 2700 82 8000 128 59 A 10 88
20 220-240 B22 FLE20HLX/T3/827/B22 88123 1200 2700 82 8000 127 59 A 10 88
20 220-240 E27 FLE20HLX/T3/865/E27 43270 1152 6500 82 8000 128 59 A 10 86 @Im
24 220-240 E27 FLE24HLX/T3/827€27 62128 1750 6500 82 8000 134 59 A 10 121
24 220-240 E27 FLE24HLX/T3/865E27 62129 1650 6500 82 8 000 134 59 A 10 115
Electronic Spiral T4 High Power Factor (HPF) - 10,000 hours
32 220-240 E27 FI&H LX/T4/827/E_27/HPF 761_52 2100 2700 80 10000 172 66 A 6 141 M}Gﬂ@

Did you know that...

..GE CFL range is now available in open bottom box packaging that enables an instant view of the lamp’s cap type.
This makes it quick and easy to identify the cap you need!

E14/SES E27/ES B22/BC
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DECOR

GE Lighting’s Decor CFL range offers a wide variety of decorative energy saving lamps in original shapes and
sizes. Suitable for offices, theatres, hotels or in the home, the range offers original shapes and the same long
lasting and elegant light.

Decor round shapes:
GLS, Spherical and Globe

E

Energy Smart™ Spherical T2 GLS T2 Globe T3

* 10,000 hours life 6,000 hours life e Incandescent retrofit most  Decorative shape for
o T2 fulse nste o T2 tulse frstle commonly used shape better light distribution
« 9-20 wattages « High colour rendering * 6,000 hours life * 8,000 hours life
9, 11W instant start, fast warm-up e 5-7 wattages * T2 Tube inside * 15-23 wattages
« Provides high in-class lumens e E14,E27, B22 caps * High colour rendering e E27,B22 caps
e Low mercury content <0.85 mg « Warm and Cool colours * 8-20 wattages ¢ }Nlorm and Cool calours
o Eco-friendly components, ‘A" energy class * E14,£27,B22 caps * W energy class

no plastic base ¢ Warm and Cool colours
® E27,B22 caps ¢ ‘A’ energy class

¢ Warm and Daylight colours
¢ ‘A’ energy class



Energy Smart™ T2 - 10,000 hours
9

220-240  E27 FLE9AG/T2/830/E27 77368 97034 450 3000 80 10000 115 60 A 6 41
9 220240 B22 FLEOAG/T2/830/B22 78233 97041 450 3000 80 10000 117 60 A 6 41
9 220-240 E27 FLE9AG/T2/865/E27 78686 97042 450 6500 80 10000 115 60 A 6 41
11 220-240 €27  FLE11AG/T2/830/E27 77367 97044 590 3000 80 10000 115 60 A 6 50 @
11 220-240 B22  FLE11AG/T2/830/B22 78234 97045 590 3000 80 10000 117 60 A 6 50
11 220-240 E27 _ FLE11AG/T2/865/E27 78687 97052 532 6500 80 10000 115 60 A 6 46
15 220-240 B22  FLE15AG/T2/830/E27 77366 97053 800 3000 80 10000 117 60 A 6 64
15 220-240 E27  FLE15AG/T2/830/B22 78235 97054 800 3000 80 10000 115 60 A 6 64 @QD
15 220-240 E27 __ FLE15AG/T2/865/E27 78688 97055 800 6500 80 10000 115 60 A 6 64
20  220-240 £27  FLE20AG/T3/830/E27 77365 97056 1152 3000 80 8000 137 67 A 6 86
20 220-240 B22  FLE20AG/T3/830/B22 78236 97057 1152 3000 80 8000 139 67 A 6 86
20 220-240 _E27 __ FLE20AG/T3/865/E27 78689 97058 1152 6500 80 8000 137 67 A 6 86
Electronic GLS T2 - 6,000 hours
8  220-240 El14  FLESGLS/T2/827/E14 88178 61529 370 2700 80 6000 1035 525 A 8 35
8  220-240 E27 FLESGLS/T2/827/€27 88180 61530 370 2700 80 6000 100 525 A 8 35
8  220-240 B22  FLEBGLS/T2/827/B22 88179 370 2700 80 6000 99 52,5 A 8 35
8  220-240 El14  FLESGLS/T2/840/E14 88151 370 4000 80 6000 1035 52,5 A 10 35 @ﬂD
8 220-240 E27 FLESGLS/T2/840/E27 88152 370 4000 80 6000 100 525 A 10 35
12 220-240 El4  FLE12GLS/T2/827/El4 88177 61531 625 2700 80 6000 1135 56 A 6 52
12 220-240 E27  FLE12GLS/T2/827/E27 88209 61532 625 2700 80 6000 110 56 A 6 52 (IMGD
12 220-240 B22  FLE12GLS/T2/827/B22 88208 625 2700 80 6000 109 56 A 6 52
12 220-260 El4  FLE12GLS/T2/840/E14 88149 600 4000 80 6000 113 56 A 10 51
12 220-240 E27 __ FLE12GLS/T2/840/E27 88150 600 4000 80 6000 110 56 A 10 51
15 220-240 E27  FLE15GLS/T3/827/E27 88176 61533 830 2700 80 6000 121 61 A 6 66
15 220-240 B22  FLE15GLS/T3/827/B22 88175 45828 830 2700 80 6000 120 61 A 6 66
15 220-240 E27 __ FLE15GLS/T3/840/E27 88148 825 4000 80 6000 121 61 A 10 66
20 220-260 E27  FLE20GLS/T3/827/E27 82151 1160 2700 80 6000 152 75 A 6 86
20 220-240 _B22 __FLE20GLS/T3/827/822 82150 1160 2700 80 6000 151 75 A 6 86
Electronic Spherical T2 - 6,000 hours
5  220-240 E14  FLESSPH/T2/827/E14 88839 73385 200 2700 80 6000 100 45 A 8 22
5 220-240 E27  FLESSPH/T2/827/E27 78691 88840 200 2700 80 6000 89 45 A 8 22
5 220-240 B22  FLESSPH/T2/827/822 88841 200 2700 80 6000 88 45 A 8 22 M[GD
5 220-240 E14  FLESSPH/T2/840/E14 73387 73388 200 4000 80 6000 100 45 A 10 22
5 220-240 E27 _ FLESSPH/T2/840/E27 73389 73394 200 4000 80 6000 89 45 A 10 22
7 220-240 El4  FLE7SPH/T2/827/E14 88842 73397 310 2700 80 6000 100 45 A 8 31 MBGD
7 220-240 E27  FLETSPH/T2/827/E27 75313 310 2700 80 6000 89 45 A 8 31
7 220-240 B22  FLE7SPH/T2/827/B22 88844 88843 310 2700 80 6000 88 45 A 8 31 QWGD
7 220-240 E14  FLE7SPH/T2/840/E14 73402 73583 310 4000 80 6000 100 45 A 10 31
7 220-240 _ E27 __ FLETSPH/T2/840/E27 73398 73399 310 4000 80 6000 89 45 A 10 31
Electronic Globe T3 - 8,000 hours
15 220-240  E27 FLE15GG/827/E27 96776 805 2700 80 8000 156 95 A 6 64
15 220-240 B22 FLE15GG/827/B22 96779 805 2700 80 8000 155 95 A 6 64
15 220-240  E27 FLE15GG/840/E27 96778 805 4000 80 8000 156 95 A 6 64
20 220-240 E27 FLE20GG/827/E27 96780 1152 2700 80 8000 171 105 A 6 86
20 220-240 B2 FLE20GG/827/B22 75675 1152 2700 80 8000 170 105 A 6 86
20 220-240  E27 FLE20GG/840/E27 96794 1152 4000 80 8000 171 105 A 6 86
23 220240 E27 FLE23GG/827/E27 96793 1371 2700 80 8000 176 110 A 6 98
23 220-240 822 FLE23GG/827/B22 96791 1371 2700 80 8000 175 110 A 6 98
23 220-240  E27 FLE23GG/840/E27 96790 1371 4000 80 8000 176 110 A 6 98 @
...colours can be adjusted to fit your and ? Create the desired atmosphere by choosing the preferred
colour temperature that suits you best.
With its smooth glow and warm Whiter and brighter light is suitable Closest tone to natural light, the
tone of colour it is creating a cosy for kitchen or work spaces, making daylight lamp is suitable for offices
atmosphere. Perfect for homes, things look clean and fresh. and reading. Keeps you awake and
mimics best the light of the original active whether its day or night.

incandescent bulb (2700-3000K).




Only a suitable light in the appropriate fixture can help create the required aesthetic. Anywhere a bulb is visible,
such as chandeliers, sconces and bathroom fixtures - GE Lighting’s Decor CFL range is ideal. The lamps last a
minimum of six times longer than ordinary light bulbs and provide similar light performance.

Decor Candles and Reflectors

* 2 4
L
- 1
E £ € 8 3
Candle Special Candle Reflector T2 & GU10
e Stylish candle shape from e For decorative purposes ¢ R50, R63 and GU10 types
chandeliers to wall mounted fittings * 6,000 hours life * Small size, high performance
¢ Small size due to T2 tubes » 5-7 wattages ¢ 6,000 hours life
« 6,000 hours life e E14,E27, B22 caps ¢ 7-11 wattages
« 5-11 wattages e Warm colour e E14,E27, B22 caps
¢ ‘A" energy class e Warm and Cool colours

e £14, E27 and B22 caps

» ‘A’ energy class
e Warm and Cool colours %Y

¢ ‘A" energy class

10



CFL Decor Range

EuP Inca
Watt

Wattage  Volts Product Product Code Product Code Lumen Life Length Diameter

Cap

W] vl Description Box pack Blister pack [Im] hl  [mm] [mm]

Electronic Candle T2 - 6,000 hours

5 220-240 El4 FLE5CDL/T2/827/E14 75676 88851 200 2700 80 6000 108 37 A 8 22
5 220-240 E27 FLESCDL/T2/827/E27 78698 73407 200 2700 80 6000 105 37 A 8 22
5 220-240 B22 FLE5CDL/T2/827/B22 88853 200 2700 80 6000 104 37 A 8 22
5 220-240 El4 FLE5CDL/T2/840/E14 73408 200 4000 80 6000 108 37 A 10 22 W]@
5 220-240 E27 FLESCDL/T2/840/E27 73410 200 4000 80 6000 105 37 A 10 22
5 220-240 El4 FLE5CDL/T2/865/E14 99964 190 6500 80 6000 108 37 A 10 21 M
7 220-240 El4 FLE7CDL/T2/827/E14 75677 88854 300 2700 80 6000 108 37 A 8 30
7 220-240 E27 FLE7CDL/T2/827/E27 75311 79309 300 2700 80 6000 105 37 A 8 30
7 220-240 B22 FLE7CDL/T2/827/B22 88856 300 2700 80 6000 104 37 A 10 30 @D@
7 220-240 El4 FLE7CDL/T2/840/E14 73451 300 4000 80 6000 108 37 A 10 30
7 220-240 E27 FLE7CDL/T2/840/E27 73453 300 4000 80 6000 105 37 A 10 30
7 220-240 Ela FLE7CDL/T2/865/E14 73584 286 6500 80 6 000 108 37 A 10 29
Electronic Candle T3 - 6,000 hours
11 220-240 El4 FLE11CDL/T3/827/E14 76198 580 2700 80 6000 141 50 A 6 50
11 220-240 E27 FLE11CDL/T3/827/E27 76201 580 2700 80 6000 141 50 A 6 50 4lmﬂj>
11 220-240 B22 FLE11CDL/T3/827/B22 76202 580 2700 80 6000 140 50 A 6 50
Electronic Twisted Candle T3 - 6,000 hours
5 220-240 El4 FLESTWSTCDL/OP/827/E14 78693 61534 200 2700 82 6000 112 40 A 10 22
5 220-240 El4 FLESTWSTCDL/AMBER/E14 78692 200 2400 82 6000 112 40 A 10 22
7 220-240 El4 FLE7TWSTCDL/OP/827/E14 79307 310 2700 82 6000 128 46 A 6 31 @
7 220-240 E27 FLE7TWSTCDL/OP/827/E27 78695 310 2700 82 6 000 127 46 A 6 31
7 220-240 El4 FLE7TWSTCDL/AMBER/E14 78694 79308 310 2400 82 6000 128 46 A 6 31 @
9 220-240 El4 FLE9TWSTCDL/OP/827/E14 78696 79310 435 2700 82 6000 138 50 A 6 40
9 220-240 E27 FLE9TWSTCDL/OP/827/E27 78697 435 2700 82 6000 137 50 A 6 40 @@
9 220-240 E27 FLEQTWSTCDL/OP/827/E27 78697 435 2700 82 6,000 137 50 A 6 40
Electronic Bent Tip Candle T2 - 6,000 hours
7 220-240 El4 FLE7BTCDL/OP/827/E14 88162 310 2700 82 6 000 158 44 A 10 31 @
Electronic Reflector T2 - 6,000 hours
7 220-240 El4 FLE7R50/T2/827/E14 88845 73400 120* 2700 80 6000 91 50 N/A 10 N/A M]
7 220-240 E27 FLE7R50/T2/827/€27 78701 120* 2700 80 6000 91 50 N/A 10 N/A
7 220-240 B22 FLE7R50/T2/827/B22 78700 120* 2700 80 6000 90 50 N/A 10 N/A
7 220-240 El4 FLE7R50/T2/840/E14 73403 120* 4000 80 6 000 91 50 N/A 10 N/A {mﬂiﬂ
11 220-240 El4 FLE11R63/T2/827E14 78699 260* 2700 80 6000 105 63 N/A 10 N/A
11 220-240 E27 FLE11R63/T2/827E27 88849 96918 260* 2700 80 6000 105 63 N/A 10 N/A
11 220-240 B22 FLE11R63/T2/827B22 88850 260* 2700 80 6000 104 63 N/A 10 N/A
11 220-240 El4 FLE11R63/T2/840/E14 73405 260* 4000 80 6 000 105 63 N/A 10 N/A
* "Rated lumen in beam angle” for reflector types
Electronic GU10 T2 - 6,000 hours
7 220-240 GU10 FLE7GU10/T2/827 73454 88857 90* 2700 80 6 000 86,5 50 N/A 8 N/A
9 220-240 GU10 FLE9GU10/T2/827 78702 96921 180* 2700 80 6 000 86,5 50 N/A 8 N/A a:[”:

* “Rated lumen in beam angle” for reflector types

EuP Compliant Packaging

EU Regulations: GE Lighting’s CFL lamps are all compliant with WEEE (Waste Electrical and Electronic Equip-
Ran\/ ment), RoHS (Reduction of Hazardous Substances) and EuP (Energy Using Products) directives and are avail-
able in compliant packaging.

Incandescent watt equivalence: select the preferred wattage to enjoy the same light output as the original
incandescent bulb while at the same time achieving significant energy savings. The Basic Data table and
the updated EuP packaging include the CFL-Incandescent wattage equivalences according to the new EuP
luminous flux standards.

9 “30see VOrm-up: GE Lighting’s CFL lamps are usually characterised by fast warm-up times. Warm-up categories
at 60% lumen are: fast (<30sec), standard (30-60sec) and slow (60-120sec).

Hg Mercury content: GE Lighting’s CFL lamps contain a minimised level of mercury, some of our best-in class
0.9mg lamps as low as 0.9mg vs. the max. 5.0mg allowed by RoHS.
of Switching cycle: switching endurance is a minimum 3000 cycles based on official EU standard - one minute

%20 000 on, three minutes off.

Website: instructions on how to dispose of lamps at end of life or in the case of accidental lamp breakage

@
sehiraceniede gre gvailable on the GE Lighting website. 1



SPECIAL

GE has developed durable, high performance compact fluorescent lamps for special application purposes.

Genura is an electromagnetic induction lamp offering long lifetime. It is an ideal lamp for various applications
from downlights, decorative indoor lighting in hotels and restaurants, sales premises, offices, schools to resi-
dential lighting.

Circlite CFL lamp has been specially designed for easy retrofit in incandescent sockets. Due to its rounded
shape, light is evenly distributed, providing high luminous flux to the environment.

Special types

—
Circlite Genura
¢ 6,000 hours life * 15,000 hours life
e Instant switch on ¢ One-piece unit screws directly into incandescent sockets
e Fast warm-up « Provides more light than 75W incandescent reflector lamps
* High colour rendering o Electrodeless design
» Perfect light distribution * 100,000 high switching cycle endurance
e E27 cap e Instant switch on
¢ ‘A’ energy class e Fast warm-up

CFL Special Types

. 8 EuP Inca
Wattage Volts o Product Code Lumen CCT (o] Life  Length Diameter Pack
w) ) Cap Product Description Boxpack  Om] (Kl  [(Ral  [h]  [mm] [mm) CCC
Electronic Reflector Genura R80 - 15,000 hours
23 220-240 E27 EFL23W/827/R80/E27 82174 490* 2700 80 15000 130 83 N/A 6 N/A
23 220-240 E27 EFL23W/830/R80/E27 92246 490* 3000 80 15000 130 83 N/A 6 N/A

* “Rated lumen in beam angle” for reflector types

Electronic Circlite T5 - 6,000 hours

22 220-240 E27 FLE22/CLITE/T5/827/€E27 73767 1800 2700 80 6000 80 230 A 6 124
22 220-240 E27 FLE22/CLITE/T5/865/E27 73768 1700 6500 80 6 000 80 230 A 6 118

Looking to the future and GE Lighting continues to lead the way: through continuing innovations in lighting that
offer customers higher efficiency, reduced maintenance costs and lower environmental impact.

| 1 GE Lighting is constantly developing and improving its products. For this reason, all product descriptions in this brochure are intended as
WWWgellghtlngcom/eU g ithout prior notification

a general guide, and we may change specifications from time to time in the interest of product development
or public announcement. All descriptions in this publication present only general particulars of the goods to which they refer and shall
\ and General Electric are both registered trademarks not form part of any contract. Data in this guide has been obtained in controlled experimental conditions. However, GE Lighting cannot
) of the General Electric Company accept any liability arising from the reliance on such data to the extent permitted by law.  CFL Range brochure English - October 2010




